DRAWING DETAIL: DRAWN BY:

CASALIPFWATERPROOFING SYSTEMS CT-1-0006 HAYDEN L.

DATE:

15/01/2016

SCALE:

COLD ROOF - TIMBER KERB METAL CAP FLASHING | NTS

VERIFIED BY:

DOUG J.

METAL CAP FLASHING BY OTHER

CASALI DERMABIT EXTRA DOUBLE LAYER
MEMBRANE SYSTEM WITH SELECTED
SURFACE FINISH, REFER TO SPECIFICATION

EX 100 x 50 H3,2 TREATED TIMBER KERB

VERSION:

1.0

\

NOTE: Z = VARIABLE ACCORDING TO WIND ZONES.

REFER TO NZBC E2/AS1 TABLE 7 (70mm TYPICAL)

H3 CCA TREATED "C" FACED PLYWOOD LAID IN ACCORDANCE

— WITH NZBC. GLUE AND SCREW AT 90° TO TIMBER SUPPORT
STRUCTURE WITH ALL EDGES SUPPORTED

NV

The information and data contained herein are believed to be accurate and reliable.
This information does not constitute a warranty and should be used in conjunction
with the project specification document and Quality Assurance manual supplied by
Allco Waterproofing Solutions Ltd

Please contact Allco Waterproofing Solutions Ltd with any questions or deviations
from this information. © Allco Waterproofing Solution Ltd 2011

200 x 25(mn) H3.2 TREATED TIMBER BARGE BOARD
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