DRAWING DETAIL: DRAWN BY: DATE:

CASALIPFWATERPROOFING SYSTEMS CT-2-0003C HAYDEN L. 18/01/2016

SCALE: VERIFIED BY: VERSION:
UPSTAND TERMINATION ONTO BLOCK WALL WITH PLASTER FINISH NTS DOUG J. 1.0

APPROVED PLASTER SYSTEM TO ARCHITECTS SPECIFICATION

MASONRY BLOCK WALL, REFER TO
ENGINEERS DESIGN AND DOCUMENTATION

20mm DEEP CHASE

APPROVED SEALANT ON PEF BACKING ROD

POWDER COATED ALUMINIUM ANGLE
TERMINATION BAR PUSHED INTO CHASE

CONCRETE SLAB LEVEL

CASALI DERMABIT EXTRA DOUBLE LAYER
MEMBRANE SYSTEM WITH SELECTED 20mm MIN ANGLE FILLET
SURFACE FINISH, REFER TO SPECIFICATION

CASALI GRUVER VENTILATION SHEET LAYER

CONCRETE SUBSTRATE, REFER TO
ENGINEERS DESIGN AND DOCUMENTATION

The information and data contained herein are believed to be accurate and reliable. For Technical Advice Contact:
This information does not constitute a warranty and should be used in conjunction Web: www.allco.co.nz
with the project specification document and Quality Assurance manual supplied by Email: info@allco.co.nz
Allco Waterproofing Solutions Ltd T .

elephone: 09 448 1185
Please contact Allco Waterproofing Solutions Ltd with any questions or deviations BRANZ Appraised FacsFi)miIe' 09 448 1186
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