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CASALI  WATERPROOFING SYSTEMS

METAL ROOF - GUTTER PARAPET
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NOTE: Z = VARIABLE ACCORDING TO WIND ZONES.

REFER TO NZBS E2/AS1 TABLE 7 (70mm TYPICAL)

NOTE:

- MINIMUM GUTTER WIDTH OF 300mm AND FREEBOARD

REQUIREMENT OF 50mm REFER TO  NZBC E2/AS1 FIGURE 64c.

- MINIMUM AREA TO BE 4000m² AS PER NZBC  E2/AS1

PARAGRAPH 5.1.4.

- MINIMUM GUTTER SLOPE TO BE 1:100 AS PER NZBC E2/AS1

PARAGRAPH 8.1.6.1.

Z

Z

CASALI DERMABIT EXTRA DOUBLE LAYER

MEMBRANE SYSTEM WITH SELECTED

SURFACE FINISH, REFER TO SPECIFICATION

H3 CCA TREATED "C" FACED PLYWOOD LAID IN

ACCORDANCE WITH NZBC. GLUE AND SCREW

AT 90° TO TIMBER SUPPORT STRUCTURE WITH

ALL EDGES SUPPORTED

SELECTED CLADDING ON 20mm CAVITY

ON BUILDING PAPER AS SELECTED BY

ARCHITECT TO NZBC E2/AS1

METAL FLASHING BY OTHERS

5° FALL

20mm ANGLE FILLET

SELECTED LONG RUN METAL ROOF

COMPRESSED FOAM STRIP

50 MIN

3-5mm GAP
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 AS PER NZBC  E2/AS1 
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