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CASALI  WATERPROOFING SYSTEMS

COLD ROOF - DOOR THRESHOLD ONTO TIMBER DECK

SCALE:

NTS

R

DATE:

22/01/2016

DRAWN BY:
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DRAWING DETAIL:

CT-6-0001B

VERIFIED BY:
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VERSION:

1.0

20mm MIN ANGLE FILLET

TIMBER NOGGING AS REQUIRED

CASALI DERMABIT EXTRA TURNS UP FACE

OF UPSTAND AND ONTO FLOORING

SELECTED FLOORING

EXPANDING FOAM AIRSEAL

CASALI DERMABIT EXTRA TURNS 100mm

MIN UP FACE OF JAMB OPENING

LINE OF ARCHITRAVE BEYOND

LINE OF INTERIOR FACE OF WALL FRAMING

LINE OF SELECTED WALL CLADDING

ON CAVITY BEYOND

LINE OF EXTERIOR FACE OF WALL FRAMING

SELECTED ALUMINIUM DOOR JOINERY

INSTALLED TO MANUFACTURERS

RECOMMENDATIONS

CASALI DERMABIT EXTRA DOUBLE LAYER

3mm SANDED MEMBRANE SYSTEM

TIMBER DECK ON SCREWED JACKS

(OMITTED FOR CLARITY)

100 MIN

12 MIN
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