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VOLCLAY   WATERPROOFING SYSTEMS

PLAZA DECK - DECK DETAIL (AQUADRAIN)

SCALE:

NTS

R

DATE:

18/12/2015

DRAWN BY:

HAYDEN L.

DRAWING DETAIL:

SJ-B-0056

VERIFIED BY:

DOUG J.

VERSION:

1.0

SELECTED AQUADRAIN

SUBSURFACE DRAINAGE

COMPOSITE

75 MIN

150 MIN

CONCRETE PODIUM SLAB,

REFER TO ENGINEERS

DESIGN & DOCUMENTATION

ALLPROOF 168.200.100

POD RNB PODIUM DRAIN

CAST INTO PODIUM SLAB

DURING POUR

75 MIN THICK CONCRETE

TOPPING SLAB LAID TO

1:60 MIN FALL

M-2000 LIQUID COUNTER

FLASHING (2.5mm) TURNED

INTO PODIUM DRAIN AND

LAPPED 75mm MIN ONTO

VOLCLAY SWELLTITE

VOLCLAY SWELLTITE

M-2000 LIQUID FLASHING

(2.5mm) TURNED INTO

PODIUM DRAIN AND

LAPPED 150mm MIN ONTO

PODIUM SLAB
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