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VOLCLAY   WATERPROOFING SYSTEMS

PRECAST PANEL STRIP FOOTING - NO ACCESS (NON HYDROSTATIC)

SCALE:

NTS

R

DATE:

15/12/2015

DRAWN BY:

HAYDEN L.

DRAWING DETAIL:

VE-A-0041

VERIFIED BY:

DOUG J.

VERSION:

1.0

100

PERFORATED DRAIN COIL

LAID WITH FALL TO CESSPIT

IN FILTER STOCK

F.G.L

VOID BETWEEN PRECAST

SHIMS MUST BE GROUTED

STRIP FOOTING, REFER TO

ENGINEERS DESIGN &

DOCUMENTATION

WATERSTOP-RX 101T

(MIN CONCRETE COVERAGE 75mm)

300

MIN LAP

100

MIN LAP

VOLCLAY VOLTEX

CONCRETE SLAB REINFORCEMENT,

REFER TO ENGINEERS DESIGN &

DOCUMENTATION

CONCRETE FLOOR SLAB/FOUNDATION,

REFER TO ENGINEERS DESIGN &

DOCUMENTATION

PRECAST PANEL (REFER TO ENGINEERS

DESIGN & DOCUMENTATION), WITH

VOLCLAY VOLTEX BONDED TO PRECAST

PANEL IN PRECAST FORMS AT PRECAST

YARD

BACKFILL: REFER TO ALLCO

TECHNICAL BACKFILL

DOCUMENTATION

ALUMINIUM TERMINATION BAR

REFER TO DETAIL DRAWING VI-A-0047


	Sheets and Views
	VE-A-0041-Layout1-Volclay Landscape


