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VOLCLAY   WATERPROOFING SYSTEMS

FOUNDATION WALL DETAIL - MASONRY BLOCK WALL (WITH INSULATION)

SCALE:

NTS

R

DATE:

04/12/2015

DRAWN BY:

HAYDEN L.

DRAWING DETAIL:

SD-F-0018

VERIFIED BY:

DOUG J.

VERSION:

1.0

INSTALL SWELLTITE WITH BENTONITE COMPOUND SIDE AGAINST CONCRETE

100

BACKFILL: REFER TO ALLCO

TECHNICAL BACKFILL

DOCUMENTATION

DOW XPS EXTRUDED WATERPROOF

INSULATION AS SPECIFIED

CONCRETE FOOTING, REFER

TO ENGINEERS DESIGN

& DOCUMENTATION

VOLCLAY VOLTEX

PERFORATED DRAIN COIL

LAID WITH FALL TO CESSPIT

IN FILTER STOCK

CONCRETE SLAB, REFER TO

ENGINEERS DESIGN &

DOCUMENTATION

WATERSTOP-RS 102

(MIN CONCRETE COVERAGE 50mm)

MASONRY BLOCK RETAINING

WALL, REFER TO ENGINEERS

DESIGN & DOCUMENTATION

VOLCLAY SWELLTITE

WITH VOLCLAY SEAMTAPE

APPLIED TO OVERLAPS

FLOOR SLAB REINFORCEMENT,

REFER TO ENGINEERS DESIGN

& DOCUMENTATION

WATERSTOPPAGE

150 MIN
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