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VOLCLAY   WATERPROOFING SYSTEMS

PLAZA DECK - PLAZA DECK/ALUMINIUM SLIDING DOOR THRESHOLD
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SELECTED ALUMINIUM DOOR JOINERY

INSTALLED TO MANUFACTURERS

RECOMMENDATIONS

GROUT

AIRSEAL

PACKING AS REQUIRED

CETCOAT AS SPECIFIED TO

FACE OF UPSTAND. MEMBRANE

TURNS INTO REBATE AND 100mm

MIN UP FACE OF JAMB OPENING

CONCRETE UPSTAND TO REQUIRED

DEPTH TO ACHIEVE FALLS AND

CLEARANCES AS REQUIRED BY NZBC

M-2000, 20mm MIN COVE

M-2000 LIQUID FLASHING LAPPED

150mm MIN ONTO PODIUM SLAB

150 MIN

LINE OF SELECTED

ARCHITECTURAL FINISH BEYOND

SELECTED ALLCO LIQUID APPLIED

MEMBRANE AS SPECIFIED TURNS

100mm MIN UP FACE OF JAMB

OPENING

FINISHED SLAB LEVEL

LINE OF CONCRETE WALL BEYOND

100 MIN UPSTAND

2.5mm M-2000 OR VOLCLAY SEAMTAPE

75mm MIN THICK CONCRETE TOPPING

SLAB LAID WITH 1:60 MIN FALL TO DRAIN

STRUCTURAL PODIUM SLAB, REFER TO

ENGINEERS DESIGN & DOCUMENTATION

SELECTED AQUADRAIN

SUBSURFACE DRAINAGE

COMPOSITE

VOLCLAY SWELLTITE

WATERPROOFING MEMBRANE
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