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VOLCLAY   WATERPROOFING SYSTEMS

PLANTER DETAIL (ERADIX ROOT BARRIER)
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SELECTED AQUADRAIN, WRAP

EXCESS FILTER FABRIC BEHIND CORE

25 x 2mm ALUMINIUM TERMINATION

BAR FIXED WITH 30 x 6 S/S SHURDRIVE

ANCHORS AT 300mm CENTRES MAX

CASALI ERADIX ROOT BARRIER

VERTICAL TERMINATION

CONCRETE MASONRY PLANTER

WALL, REFER TO ENGINEERS DESIGN

& DOCUMENTATION

SELECTED AQUADRAIN SUBSURFACE

DRAINAGE COMPOSITE

CASALI ERADIX ROOT

BARRIER

PLANTING MEDIUM

DPC ROOT BARRIER

SITE CONCRETE LAID

TO 1:80 MIN FALL

STRUCTURAL PODIUM SLAB,

REFER TO ENGINEERS DESIGN

& DOCUMENTATION

VOLCLAY SWELLTITE

ALLPROOF 168.100 DRCR ROOF

OUTLET CAST INTO PLANTER SLAB

DURING POUR. REFER TO DETAIL

SJ-B-0063 FOR TYPICAL DETAILING

CONCRETE PLAZA DECK

WITH 1:80 MIN FALL TO

OUTLET

PLAZA DECK TRANSITION

DETAIL. REFER TO DETAIL

ST-410 FOR TYPICAL

DETAILING
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