DRAWING DETAIL: DRAWN BY: DATE:

VOLCLAY® WATERPROOFING SYSTEMS SJ-B-0051 HAYDEN L. 17/12/2015

SCALE: VERIFIED BY: VERSION:
SPLIT SLAB CONSTRUCTION - DECK SLAB EDGE DETAILING (AQUADRAIN) NTS DOUG J 1.0

UV RESISTANT SEALANT ON PEF
BACKING ROD (BY OTHERS)

75mm MIN THICK CONCRETE
TOPPING SLAB LAID WITH 1:60
MIN FALL TO DRAIN

M-2000 COUNTER FLASHING 1.5mm

SELECTED AQUADRAIN
—~-—— SUBSURFACE DRAINAGE
COMPOSITE

VOLCLAY SWELLTITE

M-2000, 20mm MIN COVE WITH
2.5mm WINGS

M-2000 LIQUID FLASHING (2.5mm)
LAPPED 150mm MIN ONTO PODIUM
SLAB

CONCRETE NUB TO PODIUM
SLAB EDGE, TO ARCHITECTS
SPECIFIC DETAILING

STRUCTURAL PODIUM SLAB,
REFER TO ENGINEERS DESIGN
&DOCUMENTATION

150 MIN
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This information does not constitute a warranty and should be used in conjunction Web: www.allco.co.nz
with the project specification document and Quality Assurance manual supplied by Email: info@allco.co.nz
Allco Waterproofing Solutions Ltd T .

elephone: 09 448 1185
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