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VOLCLAY   WATERPROOFING SYSTEMS

PRECAST WALL CORNER DETAIL - NO ACCESS
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1. PLACE PANELS WITH VOLCLAY VOLTEX BONDED TO PANELS

2. BACKFILL: REFER TO ALLCO TECHNICAL BACKFILL DOCUMENTATION

3. PLACE OUTER PEF ROD FROM INSIDE FACE

4. PLACE INTERNAL PEF ROD & DETAIL WITH SEALANT

5. FILL VOID WITH VOLCLAY WATERSTOPPAGE SEAL

6. SEAL TOP WITH PANEL SEALANT

PEF ROD

VOLCLAY WATERSTOPPAGE

TO VOID

BAFFLE (OPTIONAL)

SELECTED SEALANT ON PEF ROD

VOLCLAY VOLTEX (BONDED

TO PRECAST PANEL IN PRECAST

FORMS) LAPPED INTO JOINTS AS

SHOWN

BACKFILL: REFER TO ALLCO

TECHNICAL BACKFILL

DOCUMENTATION

PRECAST PANEL (REFER TO

ENGINEERS DESIGN &

DOCUMENTATION), WITH VOLCLAY

VOLTEX BONDED TO PRECAST

PANEL IN PRECAST FORMS AT

PRECAST YARD
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